
PANNORAMIC 250

Accelerate your pathology lab with the new, fast, flexible Pannoramic 250™ slide-scanner. This high-throughput 

scanner can process up to 250 slides at a time, whether in brightfield or fluorescence. Streamlined workflow 

combines with unrivalled scan-speed and image-quality, enabling you to digitize large numbers of microscope 

slides (H&E/IHC/IF, TMA/tissue section) quickly and simply. With the P250 you will produce imagery of the very 

highest-quality, to be reviewed, analyzed, shared and archived with our integrated solution.

All 3DHistech scanners feature industry-leading image resolution, speed and remote access capablities. The 

Pannoramic 250 software that comes with the system allows for efficient image viewing, annotation and 

archiving capabilities. More advanced image analysis can be performed with plug-in tools, including tools 

for cytomplasmic, membrane or nuclear measurements. If automated image analysis is required, Caliper’s 

inForm™ advanced image analysis software provides an easy-to-use interface that relies on a robust learn-by-

example method.

Share and access images via your own intranet, using the powerful and flexible CaseCenter™. Unlike other 

similar packages, it allows for easy customization, access to remotely gathered data, open teleconsultation for 

second opinions, and it can run invisibly behind your organization’s LIS portal. 

Benefits
•	 Whole slide imaging

•	 Teleconsultation

•	 Education

•	 Archiving

•	 Image Analysis

PANNORAMIC 250 | Slide-Scanning System

A reliable and powerful slide scanner system!



PANNORAMIC 250

P250 Features
STREAMLINING & FLEXIBILITY 
With the ability to scan in both brightfield and fluorescence, the P250 does double-duty in your lab. Motorized objective 
changers and camera changers make sure the hardware responds to your needs, whatever the task. Slides can be scanned 
directly to a server for immediate sharing and analysis, while dedicated TMA software imports metadata from your arrayer 
and unites it with the images in a streamlined scoring environment.

QUALITY
The Pannoramic 250 provides you with images of unrivalled quality, thanks to high-NA Carl Zeiss™ optics. Class-leading 
resolution (as good as 0.16 µm per pixel) gives you the clarity you need.

SPEED
New, patented Flash™ technology enables the P250 to get your data to you fast. Slides are scanned and uploaded to your 
sever in under a minute (15mm×15mm tissue sample, with subjective magnification of roughly 30×).

FLUORESCENCE
With a bright Zeiss objective lens (0.8NA), bright Lumencor™ excitation source, flexible 9-position epi-filter wheel and 
sensitive 16-bit CCD camera the P250 produces vibrant and informative IF imagery with ease. A darkfield preview mode 
allows the system to locate IF tissue quickly, reliably and without human guidance, for a simplified, accelerated and error-
free FL scanning experience.

INTEGRATION
The Pannoramic Viewer™ software, which is freely available to all, allows for efficient image viewing, annotation 
and archiving capabilities. More advanced image analysis can be performed with plug-in tools, including tools for 
cytomplasmic, membrane or nuclear measurement. If automated image analysis is required, Caliper’s inForm™ advanced 
image analysis software provides an easy-to-use interface that relies on a robust learn-by-example method.

Scanned images can easily be shared over the net, using the powerful and flexible CaseCenter server solution. CaseCenter 
allows for easy customization, access to remotely gathered data, open teleconsultation for second opinions, and it can run 
invisibly behind your organization’s LIS portal, if required.

Pannoramic Scanner Specifications

DESK MIDI SCAN P250

Slide Capacity 1 12 150 250

Slide Loading Manual Automatic Automatic Automatic

Available Resolution 
Range (and Equivalent 
Objective Magnification)

0.50 µm/pixel (equiv 20x mag)
0.23 µm/pixel (equiv 45x mag)

0.50 µm/pixel (equiv 20x mag)
0.23 µm/pixel (equiv 45x mag)

0.50 µm/pixel (equiv 20x mag)
0.23 µm/pixel (equiv 45x mag)

0.35 µm/pixel (equiv 29x mag)
0.22 µm/pixel (equiv 45x mag)

Scanning Time 
(15 X 15 Mm) 1 min 49 sec 1 min 49 sec 1 min 49 sec 54 sec

Fluorescence Modality No Yes Yes Yes

Slide Type FIXED or WET FIXED or WET FIXED FIXED

Dimensions 
(W X H X D)

10.6 x 9.8 x 11.8 “ 
(27 x 25 x 30 cm)

18.9 x 27.6 x 19.7 “ 
(48 x 70 x 50 cm)

24 x 35.4 x  27.2“ 
(61 x 90 x 69 cm)

24 x 35.4 x  27.2“ 
(61 x 90 x 69 cm)

Weight 24 lbs 51 lbs 57 lbs 101.2 lbs

Objective(S)
20x/0.8 NA
40x/0.95 NA

20x/0.8 NA
40x/0.95 NA

20x/0.8 NA
40x/0.95 NA

20x/0.8 NA
40x/0.95 NA
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